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Vision ADC

e Automatically Track Chiller Temperatures, Cooking Curves, Weights & Measures
e Control Point & Critical Limits Automatically Applied
e Ilnterface to System Databases, PLC s ol

Linkage to other Vision For Food modules such as
VisionTQM or VisionAQL creates a powerful tool for the
overall automated management of quality assurance,
food safety systems and incoming goods quality control
programmes.

Automatically applies the control point
critical limits set up in VisionTQM and can
send alerts via SMS or email in advance of
critical limit breach

VisionADC can instantly graph the cooking
curve, chiller temperature, in-line
weighscale results etc. Once recorded the
data is available in Microsoft SQL Server
for reporting.

° VisionADC is suitable for all manufacturing processes which are running realtime / automated programmes for
measuring any process parameters such as weight, temperature, time, pressure, metal detection, etc.

° Can interface to any monitoring devices with I/0 module.

° Provides first line data processing to capture measurements at user-defined time intervals.

° Provides real time data processing to smooth out machine noise from data collection devices.

° All data collected is written directly to the Microsoft SQL Server databases for easy management and further
processing.

. Users can set multi-level criteria for statistical process control (SPC) of all measurements ¢ target level, tolerance
margin and limits.

° VisionADC will assess data collected against pre-set measurement criteria and trigger the corresponding workflow.

° Workflow triggers can activate real-time, automatic notification via e-mail, SMS or other electronic communication
devices.

° Simple reminders of corrective actions can be included in workflow messages using VisionADC standalone. More

comprehensive corrective actions management is achieved through integration with VisionTQM as part of your
HACCP /15022000 compliance strategy.

° Statistical tools provide for real-time analysis of data.

° Export function allows data to be further manipulated in compatible data
analysis tools such as Microsoft Excel.

° Customizable reports for convenient generation of management reports on any

data that require management analysis.

email: kate.scott@visionforfood.com www.visionforfood.com Copyright Altech Software Limited 2007
Address: Altech Software Ltd, 18-20 Fiveways House, Westwells Road, Hawthorn, Corsham, Wilts SN13 9RG Tel: 01225 819995




Integrated with VisionTQM all Control Point
information is referenced including critical limits,
alerts, corrective actions and notifications
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In this example Chiller
Temperature is monitored and
recorded continuously, the
graph is instantly plotted.

Chillers, Ovens, Scales, Metal
Detectors etc, any such device
and / or database that provides
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an output can produce similar
results in VisionADC
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As measurements become
available critical limits are
applied automatically. Limits
are multi-level and different

o

alerts can be generated
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depending on the outcome.

Here the temperature has risen
above acceptable levels, the
appropriate corrective actions
are displayed. Alerts are
generated via SMS or email
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